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ALCASCO RESIDENCE 
CASEMENTS 
SOLID ALUMINUM 
STANDARD TYPES AND 
SIZES 





Dimensions given are 
window sizes, Out to out of frame 


section. Allow 14” on all sides for 
If more than one 


determine the ov 
mensions. All ven 
and handing is determined by lo- 


right or left as desired; ie. type 
2414R designates hinge at right 
on outside view and 2414L desig- 
nates hinges at left. 

num- 


When ordering:— Use the 
under 


erical designation shown 
each window type desired—on 
Single Vent Windows give swing 
of vent--be sure to specify if 
mullions are Ie- 


screens, fins. OF 
always required 


ALL SIZES AND TYPES SHOWN ARE 
ALSO AVAILABLE AS FIXED WINDOWS 


without disturbing screen OF 
TE eg eet ae, ei ene Mes a amen me 
teeen, again TP Seta af scene tthe aes Resins ome Ue 


Products, Inc. 
compound shall be suitable for aluminum win: 
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3 ; pa OPENING DIMENSIONS 


GIVEN ARE ACTUAL 

WINDOW SIZES—OUT 

TO OUT OF FRAME 
SECTION. 














GLASS SIZES 


Glass sizes given are based on us- 
ing single strength, double strength, 
or a plate glass. Refer to home office 
if insulated glass is to be used. 
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All windows are prepared for 
putty glazing. Use only putty 
prepared and recommended for 
use on aluminum windows. 





Specifications and construction de- 
tails on picture windows are same 
as Alcasco residence casements, 


page one. 


P6524HM 


p5524HM 


ES SHOWN ARE 
FIXED WINDOWS = nuns oo ier ste 
14" width windows 


7'1%," and 9'0 
are furnished in three units with two 
vertical mullion bars. 


ALL SIZES AND TYP 
ALSO AVAILABLE AS 








ALUMINUM BASEMENT WINDOWS 


e POSITIVE DOUBLE CONTACT 


ALLOY SECTIONS ° CAM ACTION CONCEALED LOCK ° EASY OPENING ON 


WEATHERING ° HEAVY EXTRUD 


ED ALUMINUM 


CONCEALED HINGES ° PREPARED FOR FLAT OUTSIDE SCREENS ° WEATHER- 


PROOF—WATERTIGHT 





1. ample overhead ventilation with air currents 
deflected up and over—retards entrance of rain, 
leaves or dirt. 





2. full direct ventilation—sash lifts off sill and hangs 


down inside the wall—no projection into room. 





3. vent is easily removed oF replaced—permits 
frame to be set and sash separately glazed for 
storage during construction. 








The ALCASC © ALUMINUM BASEMENT 


WINDOW gives a positive double seal at two points of contact 
around entire perimeter of window. ALUMINUM means no rust, rot, 
warp—a permanent installation. 


A CAM ACTION LOCK is concealed—vent operates on 
concealed hinges which will not stick, jam or jar loose—easy open- 
ing and closing of ventilator is assured. Prepared for FLAT OUTSIDE 
SCREEN or storm sash. ALCASCO screens are of aluminum frame 
and mesh—lifetime durability. 


FOUR STAGE VENTILATOR OPERATION: 
1. Closed providing watertight and weatherproof protection. 2. Indir- 
ect ventilation with the type of opening offered by ALCASCO keeps 
out leaves, dirt and eliminates direct drafts in laundry or recreation 
room—permits ample ventilation without allowing rain or snow to 
enter. 3. Fully open—100% VENTILATION. Vent drops down along 
wall—out of the way. 4, Vent is easily and COMPLETELY REMOVED 
—easy to install glass or wash from inside—provides full opening 
for packages OF bulky items. 


There is no finer Basement Window made at any price from 
point of view of design, ease of operation, construction or 
durability. 








MASONRY OPENINGS AND WINDOW SIZES 





ZLT15#20 ALUMINUM SCREEN AND FRAME 


The screening is held in an aluminum 
frame by © removable wire spline, 
permitting renewal of screen cloth if 
damaged. 


Available in three standard sizes 














A DeLuxe Solid 


All types are with out: 


are equipped 
the inside. 


ated windows 
cleaned from 





ROTARY OPERATOR 


All Alcasco Aluminum Casements are equipped 
with a neat and efficient rotary type underscreen 
operator No. 315; operating the ventilator through 
the sill of the casement frame. This permits the 
ventilator opening to be easily screened with flat 
aluminum frame screens attached to the inside of 


the casement. 





LOCKING HANDLE 


The locking handle No. 350 
operates through the casement 
frame permitting the flat screen 
to be attached. All hardware 
is attractively aluminum finished. 





extension hinges 
window glass 


side and using 
wash windows. 
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window section glazing edges have putty 
with extension type cleaning hinges 


EXTENSION TYPE CORNER 
HINGE 


A solid aluminum 
hinge is furnished as standard. Hinge 
has stainless steel pin assuring 
ventilator operation at all times. 
enable 
to be easily cleaned from 
the inside—No necessity of 
dangerous 


ALCASCO RESIDENCE CASEMENTS 


Aluminum Section Window 


swinging ventilators and designed for outside putty glazing. All 
assures a firm putty base. Ventil- 
allowing all glass to be 


retainer which 





extension type 


ALUMINUM SCREENS EASILY 
ATTACHED OR REMOVED 


the outside 


going out- 
ladders to 


The Alcasco Al er 
a cance Alumina Sopot romoved for any, age Screens are ed and removed 
vTithout tools, being firmly by strong swivel bracket clips. 
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N installation of Alcasco aluminum windows transforms a house into a beautiful home. These 

modern windows, carefully manufactured of a specially extruded alloy aluminum, will blend har- 

moniously with any architectural design or color scheme. Alcasco aluminum casements are easy 
and economical to install, maintain, and operate through all seasons and weather conditions. 


HESE are precision windows of superior workmanship. All frame and structural sections are strong 

and solid making a rigid window installation. The Alcasco extension hinge of aluminum with stain- 

less steel pin is well designed, rigid, and strong. The built-in putty retaining grove is a feature as- 
suring a firm bond of putty to aluminum and eliminates the breaking away of the putty. 





HEERFUL living calls for these windows of latest design and treatment. No 
feature of today’s home can add more convenience and satisfaction than an 
installation of Alcasco Aluminum Casements. A NATURAL WINDOW FOR 

TODAY'S HOME—KEEPS HOMES MODERN FOR YEARS. 
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